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TABLE “A” - CABLE ASSEMBLY INSTRUCTIONS FOR; 

   
          RECOMMENDED CABLE  
               STRIP DIMENSION            

     
                  
                                                RECOMMENDED CABLE                                  
                                                     STRIP DIMENSION                                          
 
 
PLUNGER                                                    FUNNEL LOCATOR                  CONTACT LOCATOR     
89676-3401                                                       89676-3201                                   89676-3601 
 

 
 

 
 
 STEP 1: THREAD CONTACT LOCATOR                 STEP 2: USE TABLE “A” ON SHEET 1 FOR                                                                                                 
                INTO SMA BODY ASSEMBLY.                                CABLE STRIP DIMENSION AND SHIM/ 

PART NO DIM ‘A’ 
MM/IN 

DIM ‘B’ 
MM/IN 

 

SHIM SIZE 
MM/IN  

CABLE TYPE 

73251-005 1.78 / .070 8.38 / .330 0.381 / .015 RG 405 OR 086 FLEXIBLE 

73251-326 1.57 / .062 8.38 / .330 0.330 / .013 RG 405 OR 086 FLEXIBLE 

73251-589 1.78 / .070 8.38 / .330 0.381 / .015 RG 405 OR 086 FLEXIBLE 

73251-938 1.78 / .070 5.71 / .225 0.381 / .015 TF047SC-2901 
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            SPACER SIZE.    
      

                               
  
 STEP 2: ONLY FOR 73251-938 

 
 
 
 STEP 3: INSERT CABLE ASSEMBLY INTO SMA BODY UNTIL BOTTOMED AND SOLDER CABLE 
                ASSEMBLY TO SMA BODY AS SHOWN.     
 
                                 
 
 
  
 
 
 
 
 
 
 
 
  
STEP 4: THREAD FUNNEL LOCATOR INTO SMA BODY ASSEMBLY AS SHOWN AND INSERT 
                THE INSULATOR INTO FUNNEL LOCATION AS SHOWN. 
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STEP 5: INSERT THE PLUNGER INTO THE FUNNEL UNTIL IT BOTTOMS AGAINST FUNNEL. 
               THE INSULATOR WILL BE POSITIONED TO DIMENSION SHOWN. 
 
 


